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DESIGN SPECIFICATIONS - STOP STICK®

Puncturing Device

Quill Arrangement/ 
Spacing

 36 Teflon® coated hardened 
steel Quills  Measuring 2 5/8in 

(6.67cm) tip to tip.

• Steel Quills, 
• Collapsible Polymer Core Encased 
   in Tartan Glass Filament Tape,
• Polymer Housing,
• 2 Molded Polymer End Caps
 

• Steel Quills, 
• Collapsible Polymer Core Encased 
   in Tartan Glass Filament Tape,
• Polymer Housing,
• 2 Molded Polymer End Caps
 

• Steel Quills, 
• Collapsible Polymer Core Encased 
   In Tartan Glass Filament Tape,
• Polymer Housing,
• 2 Molded Polymer End Caps
 

 108 Teflon® coated hardened 
steel Quills  Measuring 2 5/8in 

(6.67cm) tip to tip.

 144 Teflon® coated hardened 
steel Quills  Measuring 2 5/8in 

(6.67cm) tip to tip.

Stop Stick Materials

10 Seconds or Less 10 Seconds or Less 10 Seconds or Less

Controlled Deflation Time 20-30 Seconds 20-30 Seconds 20-30 Seconds

Exposed Spikes NO NO NO

Average Deployment
Time

Remains Effective After
Use? Yes Yes Yes

Yes Yes

Quills Facing Up 24 72

Easily Opperated by an 
Individual Yes

Trunk Mounted Aluminum Storage Tray

Nylon Storage Bag

Aluminum HolsterAvailable Storage Options

Weight 1lb (.5kg)  3.9lbs (1.6kg)  5lbs (2.3 kg)

STOP STICK
3ft (.91m)

9ft (2.74m) Kit 12ft (3.7m) Kit
(3 individual Stop Sticks, Cord reel, Sleeve) (4 individual Stop Sticks, Cord reel, Sleeve)

72

2 5/8in (6.67cm) 2 5/8in (6.67cm) 2 5/8in (6.67cm)

12 Rows of quills
spaced 3in (7.62cm)
apart

36 Rows of quills
spaced 3in (7.62cm)
apart

48 Rows of quills
spaced 3in (7.62cm)
apart

Trunk Mounted Aluminum Storage Tray

Nylon Storage Bag

Aluminum Holster

Trunk Mounted Aluminum Storage Tray

Nylon Storage Bag

Aluminum Holster


